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Standard Features

Removal Computer Module (See SC240) 
19.0" TFT active matrix LCD
Resistive Touch Screen
Native resolution 1280 x 1024 (auto sync.)
NEMA-4 panel mount bezel
250GB SATA hard drive
Low Power Consumption
Memory to 16GB
3 USB 2.0 ports, LAN port
Windows 7 Pro installed and tested

CPU Options:

Intel i7
Intel i5
Intel Core 2 Duo
Intel Dual Core Atom Fanless

Configuration Options:

Up to 16GB Memory 
Hard Drive capacity to 1 TB 
Solid State Drive up to 512GB
Multiple Video Ports 
Wireless n/g/b LAN
Bluetooth
GPS
Slim CDRW/DVD-RW Slot drive
USB Imaging Flash Drive Kit 
Multiple 10/100 Ethernet 
Multiple 10/100/1000 Gigabit LAN
Expansion Slots 

Model: SD190PC

19" Panel Mount LCD with integrated and 
removable small pc module: 

The SD190PC is a NEMA-4 panel mount LCD display 
combined with the features of our SC240/SC241 
computer. Options include Intel i7/5, Core 2 Duo & 
Dual Core Atom CPU configurations. The SDC190PC 
is also available with a stainless steel NEMA-4X front 
bezel. 

All SD190PC systems come complete with Windows 7 
Pro installed and a complete 60 point quality test and 
burn in procedure. (Optional - Win XP, Vista, XP-
Embedded, Linux and other operating systems) 

Please contact us for more information or questions. 
See below for full specifications

Specifications

Brightness - 300 cd/m² 
Dimensions: 19.0" W x 15.7" H x 5.15" 
Maximum resolution 1280 x 1024 
Power Consumption: As low as 65W
Horizontal Viewing Angle - 170 degrees 
Vertical Viewing Angle - 160 degrees 
Operating Temperature: 0° to 45°C (32° to 113°F) 
Storage Temperature: -20° to 60°C (-4 to 140F) 
Operating Humidity: 20% ~ 90% (non condensing) 
Storage Humidity: 5% ~ 95% (non condensing) 
Operating Altitude: -1,000 to 10,000 (rel. to sea 
level) 
Storage Altitude: -1,000 to 40,000 
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Extra USB 2.0 Ports 
Multiple Serial ports (RS232/RS422/RS485) 
24V DC or DC Voltage Range (6-32V)
Intelligent Automotive DC power supply

Other configurations options are available. Please 
contact us for details. 

Note: Some options not available in specific 
combinations of CPU type and I/O requirements

_________

SD190PC with Stainless Steel NEMA-4X bezel 
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